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Temp:  540 C (1004 F)
P:  20 psig (average)

















Temp:  625 C (1157 F)
P:  17 psig (average)
      120 kPag (average)COKER
Coke



















• The Primary Objective of This Work was to 
Identify Why Solids Distribute Unequally in 
Parallel Cyclones, and to Attempt to Develop 






















































• The Test Unit Cyclones Were 0.3 m in Diameter 
and 4 Cyclones in Parallel Were Used
• The Coker Has 6 Cyclones in Parallel That are 
1.8 m in Diameter 
7Test Coke Particle Size Distribution




75 5.51 Sauter Mean Diameter:  138.6 microns
88 9.19








8Solids Distribution in Cyclones
• The First Testing was Conducted With No Solids 
Flow Through the HCTL and SCTL Lines
• Then, Solids Flow was Added Through the HCTL 
and the SCTL to See the Effect of This Flow
9Solids Distribution in Cyclones
• The Solids Flow Rate Through Each Cyclone was 
not Equal – Even with no Solids Flowing Through 
the HCTL and SCTL
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y = 0.394x - 6.711
y = 0.515x - 7.288
y = 0.428x - 9.966










































Ubed = 3.5 ft/s (1.07 m/s)   E = 7000 lb/h (3182 kg/h)
North Cyclone East Cyclone
West Cyclone South Cyclone
Solids Collection in Diplegs as a Function of Time
(No Solids Flow Through the HCTL or SCTL)
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HCTL Flow Effect
• Adding Solids Flow Through the HCTL did NOT 
Increase the Entrainment Rate Collected by the 
Cyclones
• It Appears that the Gas From the Bed is Saturated 
with Solids (at its Saturated Carrying Capacity) and 
Adding Solids to it From the SCTL Does Not 







































Fluidizing Gas Velocity,  m/s
















































































































Ubed = 1.05 m/s HCTL ≈ 340 kg/s-m2
N
SE W
Effect of Adding Solids to the SCTL and HCTL on











Relative Locations of the HCTL and SCTL and 




Orientation of the HCTL and SCTL
• The HCTL Enters the Test Unit From the Northwest 
Approximately 50 Degrees from the North 
• The SCTL Enters the Test Unit from the Northeast 
Approximately 30 Degrees from the North
• Because of the Nature of Solids Flow in the HCTL 
and SCTL Line Bends, it Could be Expected That 
the Solids Would be Concentrated in the South and 
East Quadrants of the Horn Chamber.  That is What 






















































Ubed = 1.05 m/s HCTL ≈ 340 kg/s-m2
N
SE W
Effect of Adding Solids to the SCTL and HCTL on


































Flux Profile in Horn Chamber: Ubed = 1.05 m/s 
SCTL ≈ 350 kg/s-m² HCTL ≈ 473 kg/s-m² Ent = 8755 kg/h
SW-NE
SE-NW
Solids Mass Flux Profiles in the Horn Chamber (SCTL Solids





















Gas Flow in Cyclone Outlet Lines
• The Gas Flow Rate Through Each Cyclone Was 
Determined by Measuring the Pressure Drop Across an 
Orifice in Each Cyclone Gas Outlet Line
• The Gas Flow Rate Through Each Cyclone Was Not 
Equal.  The Gas Flow Rates Were Highest for the Cyclones 
With the Lowest Solids Flows (N and W Cyclones)
• The Gas Flow Rate Was Then Increased to Make All Gas 
Flows Equal.  This Had a Minimal Effect on the Solids Flow 
Distribution in the Cyclones. 
• Increasing the Gas Flow Rate to Various Cyclones Also 
Did Not Have Any Effect on the Solids Flow Distribution 
Through the Cyclones
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• The Base SCTL Configuration Resulted in 
Solids Preferentially Flowing to the South and 
East Cyclones
• It was Found That the Solids Distribution 
Shifted From the South or East Cyclones to the 
North Cyclone After the Deflector Configuration 
















































With and Without Deflecting Nozzle Ubed ≈ 1.05 m/s
HCTL ≈ 340-490 kg/s-m2 SCTL ≈ 390 kg/s-m2
N
SE W










7.6 cm x 6.4 cm 
      Reducer
10 cm
10.9 cm OD
SCTL Nozzle Angled 10 degrees
                       A
Concentric Nozzle with Impact Plate













7.6 cm x 6.4 cm                  



















                 A
Capped Pipe with Four Outlet Slots































































With and Without Centering Nozzles Ubed ≈ 1.05 m/s
HCTL ≈ 340-490 kg/s-m2 SCTL ≈ 390 kg/s-m2
N SE W




• It Appears That the Solids Distribute to the 
Cyclones Based on the Solids Distribution at the 
Entrance of the Cyclones (in this case caused by the 
asymmetry of the solids flow due to centrifugal force in 
the HCTL and SCTL bends)
• The Gas Flow Then Distributes Itself so That the 
Pressure Drop Across the Cyclones are Equal
• Changing the Gas Flow Rate Through the Cyclones 
Did not Affect the Solids Distribution Through the 
Cyclones
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Thank You
Gracias
Merci
